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Technical Specification

for

Double IP68 High Power Modular LED High Bay Lights

M i F tMain Features

Modular pluggable technology, tool-free onsite maintenance
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Honeycomb briquette burning effect  and the whole structure
cooling technology

Double-coupling IP68 protection, higher waterproof level

Multi-circuit constant-current driver, single module hot-pluggable

“Ultra Robust” module technology, single LED's or unit’s
damage doesn’t affect other units’ current

Ergonomic light distribution to achieve even illuminating effect

Free serialization and various power solutions

LUMILEDS are used for this series of High Bay lights.
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Modular aufgebauter LED Strahler TF2A.
Jedes Modul ist komplett in sich abgeschlossen und einsatzbereit.  
Die einzelnen Module (IP68) werden mit Doppel-Kupplungen einzeln und  
wasserdicht mit dem Netzteil verbunden und können jederzeit  
ausgewechselt werden (Hot-Plug Technologie).

Ausgereifte Kühlung über das komplette Gehäuse für eine Lebensdauer von  
> 50.000 Stunden (L70)

Es können bis zu 3 Module zusammengefasst werden.  
Durch verschiedene Optiken ist der Strahler für nahezu  
jede Beleuchtungssituation konfigurierbar.

5 Jahre Gewährleistung

Dimmbar
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LED Strahler Modular - MHTF2A
Technische Daten

MHTF2A-1 MHTF2A-1 MHTF2A-1
Betriebsspannung AC 90V-305V
LED Strom 700mA
Module (18 LEDs pro 
Modul)

1 2 3

Systemverbrauch 40W 80W 120W
LED Verbrauch 35W 74W 110W
Lumen/Watt Strahler 110lm/W
Lumen/Watt LED 125lm/W
Leuchten Lumen 
output

4400lm 8800lm 13200lm

Junction Temperatur <70°C
Abstrahlwinkel 12° | 25° | 40° | 60° | 90° | 30° x 60°
Farbtemperaturen 3000K | 4100K | 5300K | 6000K
CRI RA > 70 (6000K)
LEDs Philips LUXEON T
Arbeitsumgebung Zwischen -40°C und +50°C, 10% bis 90%RH
Lagertemperatur Zwischen -40°C und +50°C
LED Lebenszeit > 50.000 Stunden
Gehäusematerial Aluminium
Maße 106mm x  

290mm x  
180mm

190mm x  
290mm x  
180mm

270mm x  
290mm x  
180mm

Gewicht 2,8 kg 3,8 kg 4,8 kg

Wind-Index Force 13

Überspannungsschutz 4kV
Zertifikate CE, ROHS, TÜV Rheinland
Schutzklassen IP68 Module, IP 67 Netzteile, IK09 Komplettsystem
Garantie 5 Jahre
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Durch die offene Gestaltung der 
Leuchte wird die Wärmeableitung 
über die zirkulierende Luft unter-
stützt

Die Module arbeiten unabhängig 
voneinander. Fällt ein Modul aus, 
werden die anderen Module nicht 
beeinträchtigt

Jede LED im Modul ist separat 
elektronisch geschützt.

IP 68 Doppelkuppel-Stecker 
verhindern ein eindringen von 
Wasser 

Die Aluminium-Halterung der 
Module unterstützt das Wärmema-
nagement

Durch den modularen 
Aufbau der Leuchte lassen  
sich einzelne Module 
komfortabel warten.
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Light Distribution Curve
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The light and color scheme of its products comply with road operators
’ visual habits. The products adopt equal brightness optical design in
full consideration that it is unavailable to  detect illumination by eye
because human’s eye is sensitive to brightness, thus not onlyy g , y
eliminating the visual bright spots and dark spots on road surface, and
also bringing road operators comfortable operation, as well as
improving lights illumination and obtaining accurate detected values.

Product DrawingsProduct Drawings

TF2A-1        TF2A-2

                    TF2A-3
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MHTF2A-1 MHTF2A-2

MHTF2A-3
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Installation
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Step 1: Installed to the wall;
Step 2: Connect the AC wire;
Step 3: Adjust the angle by the screws;

Maintenance

Step 1: Unscrew the waterproof connectors;
Step 2: Undo the screws at each end of module;
Step 3: Take out the modules and replace it with new one;
Step 4: Re fasten up the module screws and tighten up waterproof connectors;

HANGZHOU HPWINNER OPTO CO., LTD.
Contact Person: Rocky He     E-mail: rocky@hpwin.com
Tel: 0571-88396935 88385755; Fax: 0571-88042207; 
Office Address: No. 15, Kangyuan Road, Gongshu District, Hangzhou, 310015; 
Manufacturing Base: Hangzhou Qingshanhu Economic Development Zone 311305 www hpwinner com

Step 4: Re-fasten up the module screws and tighten up waterproof connectors;

Manufacturing Base: Hangzhou Qingshanhu Economic Development Zone, 311305 www.hpwinner.com

All copyrights related to the manual shall be reserved by Hangzhou HPWINNER Opto Co., Ltd. And it is prohibited
to fully or partially copy this manual without written consent of Hangzhou HPWINNER Opto Co., Ltd.

     5 of 5

HPWINNER OPTO Double IP68 Modular LED High Bay Light

Installation

     5 of 5

Step 1: Installed to the wall;
Step 2: Connect the AC wire;
Step 3: Adjust the angle by the screws;

Maintenance

Step 1: Unscrew the waterproof connectors;
Step 2: Undo the screws at each end of module;
Step 3: Take out the modules and replace it with new one;
Step 4: Re fasten up the module screws and tighten up waterproof connectors;

HANGZHOU HPWINNER OPTO CO., LTD.
Contact Person: Rocky He     E-mail: rocky@hpwin.com
Tel: 0571-88396935 88385755; Fax: 0571-88042207; 
Office Address: No. 15, Kangyuan Road, Gongshu District, Hangzhou, 310015; 
Manufacturing Base: Hangzhou Qingshanhu Economic Development Zone 311305 www hpwinner com

Step 4: Re-fasten up the module screws and tighten up waterproof connectors;

Manufacturing Base: Hangzhou Qingshanhu Economic Development Zone, 311305 www.hpwinner.com

All copyrights related to the manual shall be reserved by Hangzhou HPWINNER Opto Co., Ltd. And it is prohibited
to fully or partially copy this manual without written consent of Hangzhou HPWINNER Opto Co., Ltd.

     5 of 5

Verbinden Sie die Stromkabel
Stellen Sie den gewünschten Winkel ein und ziehen Sie die Feststellschraube fest.
Kontrollieren Sie alle Verschraubungen und Verbindungskabel

Installation

Wartung

Lösen Sie die wasserdichten Verschraubungen
Entfernen Sie die Treiber und/oder Module, die gewartet werden müssen
Ersetzen Sie diese durch neue Versionen und befestigen Sie diese mit den dafür vorgesehe-
nen Halterungen
Kontrollieren Sie alle dafür vorgesehenen Verschraubungen


