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Tragschiene Click für LedLine und B+P

Tragschiene zur einfachen Intstallation von LedLine und B+P

Direktanbringung an Decke und Wand oder abgehängte Montage 
1 Abhängung alle 7 Meter oder kürzer möglich
Enthält L, N, Erde für 230V Stromversorgung und Leitungen zur Dimmung über 1-10V
IP 55
Leuchten werden einfach über vorkon� gurierten Stecker angeschlossen.
Der Stecker wird dann mittels eines Twist-Lock Systems gesichert.
Basiert auf dem LeGrand/Zuccini LB plus bar System
Ein Standardmodul hat 4 Leuchten Steckdosen
Notlichtversorgung kann optional eingerichtet werden

Technische Daten
max. Anschlussstrom 25A
Breite x Höhe: 35 x 77 mm
Abhängepunkte/Belastung pro Meter: 7 m / 2kg, 5 m / 5 kg, 3m / 13 kg, 2 m / 30 kg, 1 m / 50 kg
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LedNed trunk

- Easy to install (tool free installation) 
- Mounting against ceiling or suspended (by wire, 1 suspension per 7m) 
- Includes L, N, PE for AC power and wiring for dimming 
- Fixture is connected via prefitted „tap-off” plug 
- IP 55  
- Based on the successful LeGrand/Zucchini LB plus bar 

system !

The trunking system is developed in close cooperation with LeGrand, a 
leading manufacturer of power distribution products. !
The LedNed Trunking system is developed to support both the 230AC 
power as well as the dimming signal. It is an open system allowing 
other products to be supported by this trunk as well. !
It supports a variety of tool free installation options. It can be mounted 
to walls and ceilings as well as suspended by suspension cables. The 
unique setup allows 7m interval of suspension brackets while using the 
3m long bars (for easy handling). !
Standard bars have 4 plug sockets, allowing freedom of location of the 
fixture on the bar. 
The fixtures are supplied with LedNed specific plugs which are simply 
plugged in the bar and secured with a twist lock. !
The system is prewired supporting a maximum circuit current of 25A. 
The bar can be fed at one end using a feed unit and interconnected by 
flexible joints !
In order to facilitate power for charging emergency lighting (decentral 
battery packs) or a centrally powered emergency UPS or equivalent, 
the option exists to extend the number of conductors in the bar to 6.
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Einspeiser

Leuchten-Stecker

AbhängungEndkappen


